
Pro Series Post Drivers
Ranch Pro™ Fence Pro™ Multi-Pro™

Chuck Size 1¾" ID 2½" ID 2½" ID
Weight 33 lbs (15 kg) 38 lbs (17.24 kg) 44 lbs (19.9 kg)
Power 4-stroke, 35.8 cc
Performance 1720 BPM

Applications  
(Adapters may be required)

T-Post   
Ground Rod   
Form Pin   
1—1-5/8"  Dia.   
1-3/4—2-3/8" Dia  
Tent Stake  
1-1/2 —2-1/2" Square 
1.2 —4 lb Channel 
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“... had never seen a post driven so quickly...” 
Charles Newsom

“I believe it will pay for itself on this one job”  
Pete LaCount, Pete's Custom Fencing 

• Perfect choice for T-post and Ground Rod

•  1¾" ID heavy wall chuck for the toughest applications

• Powerful yet light weight and ergonomic

•  Rhino's CIS™ Vibration  
Dampening

•	 The	first	choice	of	fence	contractors

•  2½" ID chuck equipped with Rhino® Chuck-Lok™ 
adapter system and 2" adapter

• Delivers more power for  
tougher jobs

•  Rhino's CIS™ Vibration  
Dampening 

For More Information Visit Us at 

“Rhino’s gas drivers are absolutely our crews’  
tool of choice”  Bart Nye, Prime Time Party Rental 

•  Ideal for Rental, Sign Shops, Tent Stakes, Grape Stakes and 
many other applications

• 2½" ID interchangeable chuck expands range of driving 
profiles	with	optional	chucks

• Equipped with Rhino's Chuck-Lok™  
adapter system and 1" and  
2" adapters

•  Rhino's CIS™ Vibration Dampening

www.rhinotool.com
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